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NSPT-LOCKS FA Inches

8xM12 91

9xM12 91

12xM12 91

9xM14 138

10xM14 138

11xM14 138

12xM14 138

12xM14 138

15xM14 138

15xM14 138
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NSPT-LOCKS Metric

1 ft-Ibs.= 0.1382 kgf-m = 1.3550 N.m
1 Psi = 0.0007 kgf/mm2 = 0.0069 Mpa

Conversion

FA NSPT-LOCKS
Catalog Rated Load Pf MA G

dxD L1 L L2 LS D1 SIZES QTY Mpa N.M kgFt Mt
KN KN.M

CL140x190FA 34 54 40 68 199 M14x40 9 384 27.0 210 190 5.81
CL150x200FA 34 54 40 68 209 M14x40 10 440 33.0 230 190 6.67
CL160x210FA 34 54 40 68 219 M14x40 11 470 38.0 230 190 7.61
CL170x225FA 44 64 50 78 234 M14x40 12 530 45.0 180 190 8.05
CL180x235FA 44 64 50 78 244 M14x40 12 530 47.0 180 190 8.90
CL190x250FA 44 64 50 78 259 M14x40 15 590 49.0 170 190 9.58
CL200x260FA 44 64 50 78 269 M14x40 15 590 52.0 175 190 10.68
CL220x285FA 50 75 56 91 295 M16x40 12 548 60.2 141 355 14.4
CL240x305FA 50 75 56 91 315 M16x40 15 685 82.2 161 355 15.5
CL260x325FA 50 75 56 91 335 M16x40 18 731 95.0 159 355 16.7
CL280x355FA 60 87 66 105 365 M18x50 16 879 123.5 139 485 24.0
CL300x375FA 60 87 66 105 385 M18x50 18 989 148.3 146 485 25.5
CL320x405FA 74 104 81 124 415 M20x50 18 1141 182.5 128 690 38.0
CL340x425FA 74 104 81 124 435 M20x50 21 1282 218.0 136 690 40.0
CL360x455FA 86 120 94 142 465 M22x60 18 1611 290.0 138 930 48.0
CL380x475FA 86 120 94 142 485 M22x60 21 1605 305.0 131 930 57.0
CL400x495FA 86 120 94 142 505 M22x60 21 1775 355.0 137 930 63.0

Note: All items listed in the above table will be produced made-to-order.

Conventional Installation of FA NSPT-LOCKS

Fundamental Dimensions Internal Hexagon Headed Bolt

Conversion:1 inch = 25.40mm

1 3

2 4

FA2 NSPT-LOCKS can be 
installed through bored hubs 
in step-bored format. It should 
be positioned in axial direction.

FA2 NSPT-LOCKS can be 
installed through non-through 
bored hub and positioned with 
the hub end.  It should be 
positioned in axial direction.

When installing FA2 NSPT-LOCKS
through step-bored format, the 
position of hub bore and the rings 
can be adjusted in axial direction.

When installing FA1 NSPT-
LOCKS with through bored hub, 
the position of hub bore and the 
rings can be adjusted freely.


